Cura slicing software instruction

Step1 : Update the firmware of printer to V1.3 version

) Cura 13.06. 4. exe! to install Cura software
Step2: click

Step 3 : Afterinstallation,open cura software choose | Start/End-GCode ;|

, replace the of cura by the content of Cura_start.txt

replace the PRENIEEEY of cura by the content of Cura_end.txt

Step 4 choose the in the cura menu ,in the sub-menu ,choose

ISR | vil see the following window

Configuration ¥Wizard [g]

First time run wizard

Welcome, and thanks for trying Cura!

This wizard will help you with the following steps:
* Configure Cura for your machine

* Upagrade your firmware

* Check if your machine is working safely

* Level your printer bed

choose “next” ,will come following window

Select your machine

What kind of machine do you have:
O Ultimaker
|®Gther (Ex: RepRap) |

The collection of anonymous usage information helps with the continued improvement of Cura.
This does NOT submit your models online nor gathers any privacy related information.

Submit anonymous usage information:

For full details see: http://wiki.ultimaker.com/Cura:stats



Set according to the red pane,then click "next" to following window

RepRap information

RepRap machines are vastly different, and there is no
default configuration in Cura for any of them.

If you like a default profile for your machine added,
then make an issue on github.

You will have to manually install Marlin or Sprinter firmware.

Machine width (mm) 250 |
Machine depth (mm) 150 ]
Machine height (mm) 160 |
Nozzle size (mm) } 0.4 1
Heated bed O

Bed center is 0,0,0 (RoStock) []

Set as this picture,click"finish" to end it.

Step 5: basic setup

Basic  item
1. Layer height (mm) 10.27 layer thickness,set as you like
o . Platform adhesion type [Raft platform setup,choose Raft data
3. Fill Density (%) fill percentage setup
4. Diameter (mm) 1.75 filament diameter setup.set as 1.75

fAdvanced  jtem

1. Nozzle size (mm) ‘ 0.4 nozzle diameter setup,set as 0.4



	关于兼容使用Cura切片软件的说明

